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PARKING STALL MARKING DETAILS

NOTE: PARKING STALL PL\V MENT MARKING SHALL
BE WHITE PAINT ALONG FIRST STREET AND
YELLOW PAINT WITHIN ALL OFF STREET PARKING LOTS.

HEAT~SHRINKABLE CAP WITH -~
FACTORY APPLIED WATERPROOF
SEALANT, (SIZED TO ACCOMMODATE
NUMBER OF CABLES).

Ve COMMISSION TYPE COPPER
SLEEVE (SIZED FOR ACTUAL
F CABLES AND MFG.
SlJGGESTED CRIMP TOOL USED).

.~~~ SEALANT TAPE OR INSERT

TRIMMED CABLES
(AROUND AND THROUGH CROTCH
SPACE).

ELECTRIC FEEDER CABLE SUCH
AS UNIT DUCT (SIZE AS NOTED

ON CONTRACT DRAWINGS). ~ EXPOSED SEALANT

: NUMBER OF CABLES
IN SPLICE MAY VARY.

ELECTRIC CABLE TO LUMINAIRE
(SIZE AS NOTED ON THE CONTRACT

DRAWINGS)
SPLICING EIFCTRIC CABLE
NOT T0 SCALE
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"EEL PIPE EOLLARDS
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ROADWAY LIGHTING NOTES:
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ROADWAY LIGHTING REQUIREMENTS
FOR ROAD AND BRIDGE CONSTRUC
SPECIAL PROVISIONS AND THE AMERICAN

RELOCATED LIGHTING UNIT LOCATIONS SHALL BE PLACED

EXISTING LIGHTING LAYOUT. IT
PRIOR TO AUGERING.

FOR THIS PROJECT SHALL COMPLY WITH ALL IDOT STANDARD SPECIFICATIONS

TION (LATEST EDITION),

IDOT AND RECURRING SPECIAL PROVISIONS, CONTRACT
NATIONAL STANDARD PRACTICE FOR RCADWAY LIGHTING, ANSI/IES RP-8.

3" BEHIND EXISTING BACK OF CURB 1O CONFORM WITH
SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO MARK THE PROPOSED LOCATIONS
OF ALL LIGHT POLES AND UTILITY LOCATIONS FOR EXAMINATION AND CONFIRMATION WITH THE RESIDENT ENGINEER,

A GROUND ROD SHALL BE PROVIDED FOR EACH CONCRETE FOUNDATION, GROUNDING CONNECTIONS MADE TO THE

FOUNDATION SHALL BE EXOTHERMICALLY

WELDED, AS SPECIFIED IN THE PLAN DETAILS.

THE CONTRACTOR SHALL MAKE SPECIAL NOTE OF THE SPECIFIED RECQUIREMENTS FOR BURIED WARNING TAPE,

SPECIFIED AS PART OF "TRENCH AND BACKFILL FOR ELECTRICAL WORK.” THE INSTALLATION OF THE TAPE SHALL BE

INSPECTED BY THE ENGINEER PRIOR TO BACKFILLING OR DURING PLOWING OPERATIONS, AS APPLICABLE.

LIGHTING PELDPATIO\I AND POWER RECONNECTION SHALL TAKE PLACE ON ONE DAY, PROVIDING UN-INTERRUPTED
SERVICE WITHIN THE PROJECT LIMITS.

RESIDENTIAL AND INTERSECTION LIGHT POLES

MUST BE EMBEDDED TO A DEPTH OF FIVE (5) FEET.

GROUND RODS WILL BE REQUIRED AT EACH RELOCATED LIGHTING UNIT.
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TYPICAL CONCRETE POLE
AND FOUNDATION DETAILS
FOR RESIDENTIAL STREET LIGHT
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" CONCRETE POLE FOR
. 'POST_TOP_LUMINAIRE
FOR RESIDENTIAL STREET LIGHT
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i 46 BARE COPPER WIRE FOR GROUND TO LUMINAIRE
?, "5 INCH DIAMETER GROUND ROD 8 FT. LONG.

POLE BASE WIRING WITH
QUICK. DISCONNECTS

POLE GROUNDING DETAILS

EXISTING GRADE

FINE STONE SCREENING

COMPACTED BY THROUGHLY
WET TAMPING

6" GOURSE GRAVEL
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CABLE ENTRANCE

CONCRETE POLE AND FOUNDATION DETAILS
FOR INTERSECTION STREET LIGHT
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